


EVDirac Pro Encoder / Decoder�
3G / Dual-Link / 2 x 1.5G SDI� over�  1.5G SDI using Dirac Pro�

E & O.E Design and specifications are subject to change without notice.�

Electronic Visuals Ltd. 20 Ferry Lane, Wraysbury, Staines, Middlesex TW19 6HG. UK�
Tel: +44(0)1784 483311     Fax: +44(0)1784 483918     Email: info@electronic-visuals.com     Web: www.electronic-visuals.com�

EVDirac Pro ENCODER / DECODER�

Specifications�
Encoder� Decoder�

S�DI VIDEO�

VIDEO FORMAT TO�
VC-2-ENCODER�

RETURN LOSS�

CABLE LENGTH�
(Belden 1694A)�

POWER SUPPLY�

POWER CONSUMPTION�

DIMENSIONS�

SMPTE 259M�
SMPTE 292M�
SMPTE 424M�

SMPTE 2042 and 2047�
SMPTE 292M / 259M�

 AS SMPTE 292M/424M�

150M (292M)�
100M (424M)�

130 x 60 x 25mm�

SDI VIDEO�

VIDEO FORMAT TO�
VC-2-DECODER�

RETURN LOSS�

CABLE LENGTH�
(Belden 1694A)�

POWER SUPPLY�

POWER CONSUMPTION�

DIMENSIONS�

SMPTE 259M�
SMPTE 292M�
SMPTE 424M�

SMPTE 2042 and 2047�
SMPTE 292M / 259M�

AS SMPTE 292M/424M�

150M (292M)�
100M (424M)�

130 x 60 x 25mm�
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EVDirac Pro Encoder/Decoder�
19” Rack Mount�

Applications include doubling HD-SDI routing density.�
The EVDirac Pro can be supplied as stand alone units�
or in rack mount with redundant power supply.�

PRELIMINARY INFORMATION�


